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PROFESSIONAL WELDING PRODUCTS BY

MIG/MAG consumabile
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Analiza chimica a sarmei (%):

Caracteristici generale:
Sarma plina recomandata pentru uz general.
Foarte buna calitate a amorsarii.
Topire excelenta.
Nivel inalt al alungirii.

Diverse aplicatii:

� Industria constructoare de masini

� Aplicatii mecano-sudate

� Constructii metalice

� Fabricarea tevilor din otel nealiat

� Lucrari de reparatii in agricultura

C Mn Si S                      P

   0,06 - 0,13 1,30-1,60 0,70-1,00 < 0,025 < 0,025

EN 440 : G 42 2 M G 3 Si 1 
AWS A 5.18 : ER 70 S-6

Clasificare:

Recomandata pentru oteluri ca:

AFNOR: A33; A34; A37; A42; A48
E24; E26; E28; E30; E36

DIN : St 331.1; USt 37.2
St 44(2.3); HI; HII

ASTM: A 283 (B.C.D)
A 442 (55-60)

Proprietati mecanice metal depus (conform cu EN 1597-1):

Diametru(mm)     Denumire produs/ AWS               Ambalare/ tip role                           Cod produs

0,8                  WL WIRE G3Si1 / ER70 S-6      S 300 - role plastic/ dia. 300 / 15 Kg                    W000282874

1,0 WL WIRE G3Si1 / ER70 S-6      S 300 - role plastic/ dia. 300 / 15 Kg                   W000282876

1,2                  WL WIRE G3Si1 / ER70 S-6        S 300 - role plastic/ dia. 300 / 15 Kg                   W000282878

Ambalare standard / Informatii comanda:

Rm                      Rs          Alungirea A 5        K V (J)

   cu CO2                  500 - 640                   > 430                  >24                     > 47

(MPa)                      (MPa)                   (%)                       - 20°C


