
GWS 750 (125 mm)

Part number (EAN)

0 601 384 261 (3165140973700), 0 601 394 0B1 (3165140793452), 0 

601 394 00B (3165140876759), 0 601 394 001 (3165140823357), 0 

601 394 005 (3165140847568), 0 601 394 051 (3165140793483), 0 601 

394 060 (3165140832670), 0 601 394 07C (3165140973694)

Mailing allocation Metal

Product category subdivision Angle Grinder

Positioning High performance for universal use

User benefit incl. Reason to believe Powerful even when overloaded thanks to the strong motor

Very comfortable to use thanks to slim grip circumference

Perfect for universal use

Other features

Long lifetime and dust protection due to specially developed ventilation 

slots

Restart protection - prevents the tool from automatically starting up after 

a power cut

Anti-rotation protective guard and restart protection for a high level of 

user protection

Work in tight spaces thanks to slim gear housing

Large spindle lock button for easy and fast accessory changes

Rated input power 750 W

No-load speed 11.000 rpm

Disc diameter 125 mm

Weight 1,8 kg

Switch 2-way

Sound pressure level 91 dB(A)

Sound power level 102 dB(A)

Uncertainty K 3 dB

Noise level

The A-rated noise level of the power tool is typically as follows: Sound 

pressure level 91 dB(A); Sound power level 102 dB(A). Uncertainty K= 3 

dB.

0 601 384 261

0 601 394 0B1

0 601 394 00B

0 601 394 001

0 601 394 005

0 601 394 051

0 601 394 060

0 601 394 07C


