
tr Parts list&Product specification
Available for drawer inner net width: 600-'1 000mm

Life cycle test: 50,000 times

Panel gap adjustment roflQe: 0-6mm
Three level force adjustment with wide application

Loading capacity: 35KGS

Slider available size:

250-600mm
Slider type:

full extension non-soft
closing undermounting slide

Outset drawer / Inset drawer
SKW Drawer inner net width

LW Cabinet inner net width

T Side panel thickness

E Drawer installation requirement

Outset drawer
SKL Drawer length / NL Nominal length

lnset drawer
SKL Drawer length \ NL Nominal length

X Panel thickness

Part name Sketch Qtv

OT unit 1

l\44.16 wooden screw 6L-'% 2

Fixed block flt&lin
ffisb. 1_

Activator e 2

Mounting plate-1 lF-
t\=t+ 1

Mounting plate-2 ffi 1

T 12-16 17 -19
SKW LW-42 LW-49

KEsrl= rul-to

clc L\ clc ccrj



Drawer lnstallation data

@ Installation Step

1. Install the slider to the
cabinet.

The two fixed blocks should be
as far apart as possible.

3.Lock the fixed block to the
rnounting plate.

Step 1

4.lnstall the OT to the mounting plate.

Steo 2

2.lnstallation the mounting plate to the slider

Step 3

5.lnstall the locking device/
activator to the drawer
bottom.

LW 600-640 640-710 710-780
L 252 286 320

LW 780-850 850-920 920-1000
L 355 389 423

LW 600-640 640-710 710-780
Hole 1 2 3
LW 780-850 850-920 920-1000
Hole 4 5 o

6.Lock the drawer by manual to the cabinet.

| -"0 llTVd

T.Front panelgap adjustment 0-6mm ,Speed level
can be adjustable.




