
Thermal fuse switches

Heavy operational conditions
heavy duty 1,8m cable

Electronic device to protect against
instantaneous changes in the mains
voltage.

6 ea. child protected Earthed socket

32,500 A maximum current

Impact resistant
polycarbon (PC) body

LED indication lamps showing
power and protection

Maximum 1,400 joule 
maximum energy supply

Surge Protected Earthed Group Socket

Surge Protected Earthed Group Socket
25064200 
16 A, 250 V~
TS EN 61643 - 11
Piece in Box / Package - 1 / 6

The electric-electronic devices can be damaged from
instantaneous shocks in the mains voltage (for lightening
strike, short term increases in the mains voltage, etc.). 
Makel shock protected outlets protects electric/electronic 
devices such as refrigerators, washing machines, ovens, 
LCD plasma TV, computers, music systems, movie 
playersand similar devices.

Secure protection against        
instant impacts from mains 
voltage inyour house and 
office...
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Connection clamp

Cable meeting the
international standards

Child protection mechanism
producted with non
combustable, isolator and
highly impact resistant
polycarbonate raw material.

Voltage contacts

Earthing line

Bottom and top cover producted
with non combustable, isolator and
highly impact resistant
polycarbonate raw material.

Fuse absorbing
shock heat

Special stitch
welded durable joint

Special design thermal switch
with 16 A automatic fuse

shock protection
warning leds

Ground line discharge filtration
system for high voltages

Special filtering system against
mains fluctuations

Special design filter
with varistor for voltage
impact shocks

Semiconductor
special Component

Thermal fuse

Electronic Card

1.5 mm2 conductor
cable

Dismantled Product
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Dismantled Product

Screwed clamp preventing 
removal of cable

Flame retardant, impact resistant 
thermoplastic body

Durable child protection 
mechanisms

Phase, neutral and earthing contacts 
with high conductivity

Corrosion resistant brass for 
conductor connections



Dismantled Product

Zinc coated iron screws

Screwed and lighted switch
cutting phase and neutral
inlet at the same time (two
phase switch)

Screwed mounting
availability with clemens
and nuts

Corrosion resistant brass
earthing contacts

Bottom and top cover produced
with insulator and ABS impact
resistant raw material

Non flammable
thermoplastic body
and cover hiding the
contacts

Corrosion resistant earthing
contact connection piece

Connection Clamps
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New Generation Group Socket

2 Gang Socket without Earthed

3 Gang Socket without Earthed

4 Gang Socket without Earthed

2 Gang Earthed Socket

3 Gang Earthed Socket

4 Gang Earthed Socket

6 Gang Earthed Socket

5 Gang Earthed Socket

Technical Drawings
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2 Gang Earthed Socket with Switch

4 Gang Earthed Socket with Switch

5 Gang Earthed Socket with Switch

6 Gang Earthed Socket with Switch

3 Gang Earthed Socket with Switch
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