Product data sheet
Characteristics

LRD21

Releu Suprasarcina Termica Motor Tesys - 12 -

\

18 A - Clasa 10A

Principale

Gama TeSys

Nume produs TeSys LRD

Tip produs sau componenta Releu de suprasarcina termica diferential

Nume scurt al dispozitivului LRD

Aplicatie releu Protectie motor

Compatibilitate produs LC1D32
LC1D18
LC1D25
LC1D38

Tip retea C.A.
C.C.

Gama de reglaj a protectiei termice 12...18 A

[Ui] tensiune nominala de izolatie

Circuit electric 600 V conformitate cu CSA
Circuit electric 600 V conformitate cu UL
Circuit electric 690 V conformitate cu IEC 60947-4-1

Suplimentare

Frecventa retea

Suport de montare

0...400 Hz

Placa, with specific accessories
Sina, with specific accessories
Sub contactor

Prag de declansare

1.14 +/- 0.06 Ir conformitate cu IEC 60947-4-1

[Ith] curent termic conventional in aer liber

5 A pentru circuit de semnalizare

Curent admisibil

[Ue] tensiune operationala nominala

1,5 Ala 240 V AC-15 pentru circuit de semnalizare
0,1 Alla 250 V DC-13 pentru circuit de semnalizare

690 V c.a. 0...400 Hz

[Uimp] tensiune de tinere la impuls

6 KV

Sensibilitate la cadere de faza

Tip de control

Curent de declansare 130 % din Ir in monofazat, ultimul la 0

Rosu buton stop
Albastru buton reset

Compensare cu temperatura

-20...60 °C

Conexiuni - borne

Circuit de comanda borne cu surub 2 cablu(uri) 1...2,5 mm? flexibil fara
Circuit de comanda borne cu surub 2 cablu(uri) 1...2,5 mm? flexibil cu
Circuit de comanda borne cu surub 2 cablu(uri) 1...2,5 mm? solid fara
Circuit electric borne cu surub 1 cablu(uri) 1,5...10 mm? flexibil fara
Circuit electric borne cu surub 1 cablu(uri) 1...4 mm? flexibil cu

Circuit electric borne cu surub 1 cablu(uri) 1...6 mm? solid fara

Cuplu de strangere

Circuit de comanda 1,7 N.m - pornit borne cu surub
Circuit electric 2,5 N.m - pornit borne cu surub

Latime

45 Mm
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Adancime 70 Mm

Greutate produs 0,124 Kg
Mediu
Tratament protector TH conformitate cu IEC 60068
Grad de protectie IP IP20 conformitate cu SR EN 60529
Temperatura de utilizare -20...60 °C fara declasare conformitate cu IEC 60947-4-1
Temperatura de depozitare -60...70 °C
Intarziere flacara V1 conformitate cu UL 94
Rezistenta mecanica Vibratii6 Gn conformitate cu IEC 60068-2-6
Socuri15 Gn pentru 11 ms conformitate cu IEC 60068-2-7
Rigiditate dielectrica 6 KV la 50 Hz conformitate cu IEC 60255-5
Standarde UL 508
IEC 60947-4-1
ATEX D 94/9/CE
SR EN 60947-5-1
EN 60947-5-1

CSA C22.2 No 15
SR EN 60947-4-1

Certificari produs GOST
RINA
uL
GL
CcccC
BV
LROS (Lloyds register of shipping)
ATEX INERIS
CSA
DNV

Durabilitatea ofertei

Stare oferta sustenabila Produs Green Premium

Regulamentul REACH 7]

Directiva RoHS UE Conform &

Fara mercur Da

Informatii privind scutirea de la RoHS 7]

Regulamentul RoHS China iy

Raport de mediu &

Profil circularitate 7

Garan#ie contractuala

Garantie 18 months
Product Life Status : Comercializat

2 Sclénelder

Electric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=640262&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=640262&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=640262&lang=ro
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=640262&lang=ro
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP080206EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI0802006

