
TV-SAT socket-outlets attenuation values

Gewiss code
Nominal 

attenuation 
(dB) 

Attenuation / Loss of passage 
(flattening of response)

Branching attenuation / Loss of base 
(flattening of response) Directivity Return  

loss (dB)
Return 
channel

TV SAT
Return 
channel

TV SAT
Return 
channel

TV-SAT
Return 
channel

TV-SAT

5-40 
MHz

47-862 
MHz

950-2150 
MHz

2150-2400 
MHz

5-40 
MHz

47-862 
MHz

950-2150 
MHz

2150-2400 
MHz

5-40 
MHz

47-2400 
MHz

5-40 
MHz

47-2400 
MHz

GW 20 391 - GW 20 381
GW 21 391 - GW 21 381
GW 30 311 - GW 30 301

0 - - - -
≤ 0.5 dB

(≤ 0.2 dB)
≤ 0.5 dB

(≤ 0.5 dB)
≤ 0.8 dB

(≤ 0.5 dB)
≤ 0.8 dB

(≤ 0.5 dB)
- - ≥ 10 dB

complying 
with 

CEI-EN 
50083-4

GW 20 392 - GW 20 382
GW 21 392 - GW 21 382
GW 30 312 - GW 30 302

10
≤ 2.5 dB
(≤ 1 dB)

≤ 2 dB
(≤ 1 dB)

≤ 3 dB
(≤ 1.5 dB)

≤ 3.2 dB
(≤ 1.5 dB)

10.5 dB
(± 1.5 dB)

10dB
(± 1.5 dB)

10.5 dB
(± 1.5 dB)

11dB
(± 2.5 dB)

≥ 15 dB complying
with

CEI-EN
50083-4

≥ 10 dB

GW 20 393 - GW 20 383
GW 21 393 - GW 21 383
GW 30 313 - GW 30 303

14
≤ 1.5 dB
(≤ 1 dB)

≤ 1.2 dB
(≤ 1 dB)

≤ 2.2 dB
(≤ 1.5 dB)

≤ 2.5 dB
(≤ 1.5 dB)

15 dB
(± 1.5 dB)

14.5 dB
(± 1.5 dB)

14.5 dB
(± 1.5 dB)

15 dB
(± 2.5 dB)

≥ 15 dB ≥ 10 dB

Insulation / separation 
between ports

GW 20 396 - GW 20 386
GW 21 396 - GW 21 386
GW 30 316 - GW 30 306

5
≤ 5 dB

(≤ 1.5 dB)
≤ 5 dB

(≤ 1.5 dB)
≤ 6 dB

(≤ 1.5 dB)
≤ 6.5 dB

(≤ 1.5 dB)
≤ 5 dB

(≤ 1.5 dB)
≤ 5 dB

(≤ 1.5 dB)
≤ 6 dB

(≤ 1.5 dB)
≤ 6.5 dB

(≤ 1.5 dB)
>12 dB >10 dB ≥ 10 dB

EN 
50083-4
Degree 3

4-contact RJ11 telephone connectors, 
suitable for connecting the telephone, 
telefax, and modem.

Telephone connectors

Plug

Diagrams

Parallel connection
Telephone pair

Series connection
Telephone pair

Note: when one of the plugs is extracted, the socket-outlets 
downstream are disconnected. To prevent this problem, insert a plug 
with a jumper between terminals 3-4, in the socket-outlet from which 
the telephone appliance was unplugged.

Each socket-outlet takes the signal from the line.
There is no conversation secrecy.

Clamps 3 and 4 are connected by means of the contact inside the 
telephone, which is closed when the telephone receiver is put down. 
When the telephone receiver is picked up, the line breaks downstream 
(L1 pole), ensuring that the conversation is not overheard.

System: GW 20 251
 GW 21 251
Playbus: GW 30 261

Reference standards:
ISO 11801

TECHNICAL DATA
GW 20 251 - GW 21 251

GW 30 261

Connector type RJ11

No. of contacts 4

Connection Terminal blocks with screws

Category 3

Transmission speed up to 16 Mb/s

RJ11

1

2

4

3

RJ11
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