
      

Spark
 FISA TEHNICA Aprilie, 2020

Rezistenta la alunecare / test rampa DIN 51130 R 10

Industrial: 43

Manufactured by:
Tarkett D.O.O.

Industrijska Zona 14
21400 Bačka Palanka

SERBIAAll Tarkett floorings
are 100% recyclable

CARACTERISTICI TEHNICE

CERTIFICARE SI CLASIFICARE Spark

STANDARD Spark

PERFORMANTE TEHNICE STANDARD Spark

Certificare CE

Tip pardoseala

Clasificare

PUR – Ranforsare Poliuretan

Stabilitate dimensionala

Reactia la foc

Marcaj rezidual

Rezistenta la bacterii si ciuperci

Grosime totala

Grosime strat uzura

Greutate totala

Forma de livrare - role

ISO 10874 

EN 651 Covor PVC de uz rezidential

ISO 24346 

ISO 24340 

ISO 23997 

ISO 24341 

ISO 23999 

ISO 24343-1 

ISO 13501-1

Commercial: 34

yes

Nu contribuie la 
raspandirea infectiilor

Test role mobilier ISO 4918 Rezistenta excelenta

2,00 mm

0,70 mm

25 lm (15-25 lm) x 2 m

yes

Incalzirea prin pardoseala
Potrivit, atat timp cat 
temperature la suprafata nu 
depaseste 27°C

2,22 kg/m²

0,1%

0,1 mm

Bfl - s1

EFFECT
innovative floors

YEARS 
WARRANTY

15 EASY
TO 

CLEAN
EASY

TO INSTALL
PROTECTION

innovative floors
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