
UM 30C

Codul centralei

A A

A A

pnominal kW 19 24

s % 93 93

P4 kW 19,4 24,4

P1 kW 6,5 8,2

4 % 87,3 87,6

1 % 98,5 98,2

W 32,0 38,0

elmin W 12,0 12,0

PSB W 3,0 3,0

W 30,0 32,0

Pign W - -

QHE GJ 42 56

mg/kWh 22 22
PENTRU MODELELE COMBI

XL XL

wh % 84 84

Qelec kWh 0,133 0,152

Qfuel kWh 23,183 23,306

AEC kWh 29 33

AFC GJ 18 18

kW 20 - 3,10 25 - 3,95

kW 25 - 3,10 30 - 3,95

V- 230 - 50 230 - 50

IP IPX5D IPX5D

6 6

bar-°C 3 - 90 3 - 90

mbar 408 408

l 8 8

ACM
bar 8 8

l/min 14,3 / 11,9 / 10,2 17,2 / 14,3 / 12,3

debit minim ACM l/min 2 2

mbar 20 - 37 20 - 37

Ø 3/4" 3/4"

Ø 1/2" 1/2"

DIMENSIUNI, GREUTATE
mm 740x275x420 740x275x420

kg 38 39

m 5,85 4,85

m 65+65 50+50
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